MODULAR LABORATORY

hese laboratory
modules have limitless potential

for expansion and can meet all project assay
requirements. A simple preparation unit can be ex-
panded to a full production and support laboratory.
Laboratory configurations may include; Core Logging
and Splitting, Sample Preparation, Fire Assaying, Wet
Assaying, Metallurgical Laboratory, Environmental
Analysis, Oil Analysis, Offices, Lunch Rooms, Wash-
rooms.

Modules are of heavy steel construction and built to
maximum highway width, without the requirement for a
pilot car (11727, providing an exceptional working area
that allows people to work comfortably on opposite
benches. The 10 foot height provides adequate space
for dust and fume hood installation with required ven-
tilation piping installed inside the modules. This reduces

SAMPLE RECElN NG & PREPARATION

site setup time, eliminates
component damage during shipping and
reduces the number of outside shell openings.

Installed lighting is designed to provide maximum illumina-
tion without casting shadows over work areas, and windows
can be provided for additional natural light. The interior
walls are coated with highly reflective powder coat paint.

Depending on climate, the units are provided with demand
or forced make-up air that can be heated and/or evaporator
cooled.

Since the foundation requires only six footings for the tie-in
module and two on each production module, set up and
commissioning can be complete within a week of receiving
the modules.

Sample entry into the preparation laboratory is
through exterior double steel doors. This module
contains a TM Rhino jaw crusher, a LM2 pulverizer,
and a four door built-in electric oven with a capacity
of 40, ten kilogram samples. The crusher and
pulverizer are housed within dust capture hoods that
are vented into a bag house, with make up air enter-
ing through the floor grating.

Each work station includes a compressed air hand
gun, with independent regulators. Three technicians
can comfortably work in the sample preparation area,
which has a production capacity of 400 samples daily.






